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Fore/Aft
Isolator

Heat
Control

Lumbar
Control

Swivel
Control

Lateral
Suspension

Mechanical heavy-duty suspension ●

Suspension stroke up to 7.0" (180 mm) ●

Shock absorber ●

Weight adjustment range – 110-285 lbs. (50-130 kg) ●

Weight indicator ●

Fore/aft adjustment ●

Height adjustment up to 3.1" (80 mm) ●

Lumbar support  ●

Adjustable headrest O

Backrest extension O

Swivel (0° to 360°) O

Retractable seat belt O

Seat depth/tilt O

Adjustable or foldable armrests O

Document box or net O

Side-to-side isolator O

Fore/aft isolator O

Operator presence switch O

Control carrier console O

Seat cushion width of 18.9" (480 mm) ●

Standard seat cushion width of 20.8" (530 mm) O

Extra-wide seat cushion width of 21.6" (550 mm) O

● = FEATURES      O = OPTIONAL FEATURES

Our full mechanical suspension is built to deliver  
hardworking comfort in a wide variety of demanding, 
heavy-duty applications.

Mechanical
Suspension

MSG 85/721
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Weight indicator

Handle for weight
adjustment

Backrest angle
measured with

device according
to GN008

1. Armrest right side

2. Armrest left side

3. Seat cushion

4. Back cushion

5. Backrest extension

6. Document box or net

7. Seat belt

= Recommended
 mounting holes

Mounting patterns
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Handle for
seat fore and

aft adjustment
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Seat fore and aft
adjustment

In increments
of 0.6" (15 mm)

Handwheel for
armrest angle

adjustment

Handwheel
for lumbar
support

Identification
plate
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32.6"
(829 mm)

26"
(662 mm)

22.5" (571 mm)

25.9" (657 mm)

12.8" (325 mm)

0.5" (12 mm)
1.0" (25 mm)

5.4" (137 mm)
6.6" (168 mm)
8.7" (222 mm)
9.7" (246 mm)
10.9" (277 mm)
11.5" (292 mm)
12.1" (307 mm)

0.4" (9 mm)

10.2" (260 mm)
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