
INDUSTRIAL
 ACCESSORIES
Vision X offers various accessories including 
vehicle ID boards, LED reflector utility lights, and 
the new addition of our video extreme LED light  

  BEAM PATTERN   2D VIEW

  AVAILABLE COLORS

VEL-4460CA72SS | 9899856 - 60° Beam

ITEM #: VEL-4460CA72SS Shown
PART #: 9889856

VIDEO EXTREME LIGHT

Kit Available With 7” Monitor (VEL-CAMMON7KIT) | Glare Blocking Shield | Infrared Model Available
ILLUMINATES AREA WHILE SIMULTANEOUSLY PROVIDING LIVE VIDEO FEED

ITEM # PART # TYPE

VEL-4460CA72SS 9889856 White

VEL-CAMMON7KIT 9892863 White

ITEM # PART # LED TYPE

VEL-4460CA72SS IR850 9889863 Infrared

VEL-M7 (7” Monitor) 9889870 -

ITEM #: XIL-UF32 Shown
PART #: 4001824

UTILITY FLOOD

0.5A Amp Draw At 12V | Available In White, Amber, Blue, Green, Red | Universal Applications 
LIGHTWEIGHT UTILITY LED LIGHT WITH 120° FLOOD PATTERN

ITEM # PART # COLOR

XIL-UF32 4001824 White

XIL-UF32A 9119298 Amber

XIL-UF32B 9121185 Blue

ITEM # PART # COLOR

XIL-UF32G 9121277 Green

XIL-UF32R 9121369 Red

XIL-UF32P 9135045 Purple

BEAM PATTERNS
120°

WARRANTY
Extended

DIMENSIONS
3 4” x 1 9” x 0 9”

RAW LUMENS
500 lm (ea)

EFFECTIVE LUMENS
456 lm (ea)

METRIC
86mm x 48mm x 23mm

WATTAGE / AMPS
6W / 0 5A

VIBRATION RATING
8 6 Grms

WEIGHT
0 41 lb / 0 19 kg 

BEAM PATTERNS
60°

WARRANTY
Extended

DIMENSIONS
4 71” x 6 28” x 3 14”

RAW LUMENS
3,168 lm (ea)

EFFECTIVE LUMENS
2,590 lm (ea)

METRIC
119 6mm x 159 5mm x 79 7mm

WATTAGE / AMPS
30W / 2 5A

VIBRATION RATING
15 6 Grms

WEIGHT
2 43 lb / 1 1 kg
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VEL-4460CA72SS / 9899856 60° BEAM PATTERN

LUX RATINGS
1 lux

2 lux

5 lux

10 lux

30 lux

60 lux

100 lux

40m/131ft Spread
at 1 lux

59m/195ft Distance at 1 lux

ITEM #: PVR2CSWD96AC Shown
PART #: 9898384

CONSTRUCTION / ROADWORK AREA LIGHT

Includes 5’ to 9’ Extendable Pole | Flexible Ball Joints | Folds into Included Storage Case
POLE-MOUNTED PORTABLE LED LIGHT SOLUTION

ITEM # PART #

PVR2CSWD96AC 9898384

BEAM PATTERN
210°

WARRANTY
Extended

LIGHT DIMENSIONS
11 81” x 4 65” x 1 89”

TESTED LUMENS
21,696 lm

INPUT VOLTAGE
110-277V AC

LIGHT METRIC
300mm x 118mm x 48mm

WATTAGE / AMPS @110V AC
192W / 1 74A

VIBRATION RATING
15 6 Grms

MAXIMUM POLE EXTENSION
9’ / 2 4m

110V-277V
DC INPUT

CUBE
L.E.D.S

120 121

VISION X LIGHTING - 2017 CATALOG VISION X LIGHTING - 2017 CATALOG


